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Single
Shut-Off

You will find the following alternative 
versions in our current catalogue on 
page:



Stainless Steel Double Shut-off	 P. 

Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

M 5 AISI 303 20KA AM05 RVX

Male Thread

Female Thread

RECTUS Series 20KA
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Nominal Diameter

= 6 mm22,7 20KA
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Interchangeability 

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals 

RECTUS 91
WALTHER 06-003

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1. 

Material

Coupling

Plug

Plug

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 420
FKM

AISI 303

AISI 316 L
AISI 316 L 
AISI 316 L 
AISI 316 L 
AISI 316 Ti 
AISI 420
FKM

AISI 316 L

Mini industrial coupling, inter-
nationally used profile. Notable 
for a high flow and numerous 
application options with various 
media. Frequent use in mini-
pneumatics, medical technolo-
gy and chemistry/pharmacy.

Advantages
Single handed operation. 
Small dimensions. 

Working Temperature*
-15°C up to +200°C (FKM) 
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

200

AISI 303 AISI 316 L

20KA AM05 EVX

20KA AW10 RVX

20KA AW10 EVX

20KA IM05 RVX

20KA IM05 EVX

20KA IW10 RVX

20KA IW10 EVX

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

G 1/8

M 5

G 1/8

26 59 10

28 711 10

25 59 10

28 712 10

RECTUS Series



Brass/Steel Single Shut-off 	 P. 26
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

3 mm 20KA TF03 RVX

Hose Barb

Plastic Hose Connection

RECTUS Series 20KA
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Plugs RECTUS Series 20KA

Hose Barb

 20SF TF03 RXX

20KA TF04 RVX

20KA TF04 EVX

20KA TF05 RVX

20KA KO04 RVX

20KA KO04 EVX

20KA KO05 RVX

20KA KO05 EVX

20KA KO06 RVX

20KA KO06 EVX

Panel Mount, 
Plastic Hose Connection

20KA KS04 RVX

20KA KS05 RVX

20KA KS06 RVX

20SF TF03 EXX

20SF TF04 RXX

20SF TF04 EXX

20SF TF05 RXX

Plastic Hose Connection

20SF KO04 RXX

20SF KO04 EXX

20SF KO05 RXX

20SF KO05 EXX

20SF KO06 RXX

20SF KO06 EXX

4 mm

5 mm

AISI 303

AISI 316 L

AISI 303

3 x 4 mm AISI 303

AISI 316 L

3 x 5 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

3 x 4 mm AISI 303

3 x 5 mm AISI 303

4 x 6 mm AISI 303

3 mm AISI 303

4 mm AISI 303

AISI 316 L

AISI 316 L

5 mm AISI 303

3 x 4 mm AISI 303

AISI 316 L

3 x 5 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

9

35 10 13

34 10 7 M 7 x 0,55

12 45 10 7 M 7 x 0,517 11 3

35 10 13

35 10 13

AISI 303

9 34 10 7 M 7 x 0,55

9 34 10 7 M 8 x 0,55

12 45 10 7 M 7 x 0,517 11 3

12 45 10 7 M 8 x 0,517 11 3

24 7 13

8 25 7 M 7 x 0,55

24 7 13

22 9 13

8 25 7 M 7 x 0,55

8 25 7 M 8 x 0,55

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

20SF TF05 EXXAISI 316 L

Please consider our security advices on the pages 12/13
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Panel Mount, 
Plastic Hose Connection

RECTUS Series 20KA

4 x 6 mm AISI 303 20SF KS06 RXX

Plugs RECTUS Series 20KA

M 5 AISI 303 20SF AM05 RXX

Male Thread

Female Thread

20SF AM05 EXX

20SF IM05 RXX

20SF IM05 EXX

20SF AW10 RXX

20SF AW10 EXX

20SF IW10 RXX

20SF IW10 EXX

AISI 316 L

G 1/8 AISI 303

AISI 316 L

M 5 AISI 303

AISI 316 L

G 1/8 AISI 303

AISI 316 L

18 57

38 712 17 12 3 M 8 x 0,5

20 711

17 57

19 712
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number
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Chart

Interchangeability
RECTUS 90
CAMMOZZI
EWO 
KANI

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Technical Description
Mini industrial coupling, the 
world‘s most commonly used 
profile. Above average flow 
performance for liquid and 
gaseous media. Large band 
width in materials and valve 
variants.

Advantages
Single handed operation.  
Small dimensions.  
All variants interchangeable.

Working Temperature*
-15°C up to +200°C (FKM) 
0°C up to +316°C (FFKM)
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.
 

Nominal Diameter

20 mm2  = 5
RECTUS Series

21KA Single
Shut-Off

Couplings

Male Thread

RECTUS Series 21KA

You will find the following alternative  
versions in our current catalogue on 
page:







Brass/Steel	 P. 

Thermoplastics	 P. 

Stainless Steel Dry-Break	 P. 

Stainless Steel Double Shut-off	 P. 
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Water

Flow Rate in l/min

Flow Rate in l/min

G 1/8 AISI 303 21KA AW10 RVX

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals

Material

Coupling

Plug

Plug

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 420
FKM

AISI 303

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 420
FKM

AISI 316 L

AISI 303 AISI 316 L

21KA AW10 EVX

21KA AW13 RVX

21KA AW13 EVX

21KA AW17 RVX

21KA AW17 EVX

21KA AM12 RVX

21KA AM14 RVX

AISI 316 L

G 1/4 AISI 303

AISI 316 L

G 3/8 AISI 303

AISI 316 L

M 12 x 1,5 AISI 303

M 14 x 1,5 AISI 303

14 36 16 7

17 38 16 9

19 38 16 9

14 38 16 9

17 39 16 10

L
o

w
 P

re
ss

u
re

S
ta

in
le

ss
 S

te
el

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number



Safety	 P. 266



Coded Systems	 P. 300

for coupling	 Part.-No SK16S
Dust Caps (P. 331)

Please consider our security advices on the pages 12/13
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Couplings

G 1/8 AISI 303 21KA IW10 RVX

Female Thread

RECTUS Series 21KA

Hose Barb

Plastic Hose Connection

Panel Mount, 
Plastic Hose Connection

21KA IW10 EVX

21KA IW13 RVX

21KA IW13 EVX

21KA IW17 RVX

21KA IW17 EVX

21KA IM12 RVX

21KA IM14 RVX

21KA TF04 RVX

21KA TF04 EVX

21KA TF06 RVX

21KA TF06 EVX

21KA TF08 RVX

21KA TF08 EVX

21KA TF09 RVX

21KA TF09 EVX

21KA TF10 RVX

21KA TF10 EVX

21KA TP06 RVX

21KA KO06 RVX

21KA KO06 EVX

21KA KO08 RVX

21KA KO08 EVX

21KA KS06 RVX

21KA KS06 EVX

21KA KS08 RVX

AISI 316 L

G 1/4 AISI 303

AISI 316 L

G 3/8 AISI 303

AISI 316 L

M 12 x 1,5 AISI 303

M 14 x 1,5 AISI 303

4 mm AISI 303

AISI 316 L

6 mm AISI 303

AISI 316 L

8 mm AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

10 mm AISI 303

AISI 316 L

6 mm Parker AISI 303

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

36 514 16

42 714 16

6

M 10 x 1

38 917 16

38 919 16

38 917 16

38 917 16

46 1714 16

46 1714 16

46 1714 16

46 1714 16

46 1714 16

50 2014 16

54 714 16 12 3 M 10 x 1

42 714 16 M 12 x 1

18

6

54 717 16 17 4 M 12 x 118
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number
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Couplings RECTUS Series 21KA

21KA TS05 RVX5 mm AISI 303

Panel Mount,
Hose Barb

21KA TS06 RVX

21KA TS08 RVX

Plugs RECTUS Series 21KA

21SF TF04 RXX

21SF TF05 RXX

21SF TF06 RXX

21SF TF06 EXX

21SF TF08 RXX

21SF TF08 EXX

21SF TF09 RXX

21SF TF09 EXX

21SF TF10 RXX

21SF TF10 EXX

21SF TP06 RXX

Hose Barb

Plastic Hose Connection

21SF KO06 RXX

21SF KO06 EXX

21SF KO08 RXX

21SF KO08 EXX

Panel Mount, 
Plastic Hose Connection

21SF KS06 RXX

21SF KS06 EXX

21SF KS08 RXX

6 mm AISI 303

8 mm AISI 303

4 mm AISI 303

5 mm AISI 303

6 mm AISI 303

AISI 316 L

8 mm AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

10 mm AISI 303

AISI 316 L

6 mm Parker AISI 303

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

17 60 16 17 M 12 x 114 17 4

17 60 16 17 M 12 x 114 17 4

17 60 16 17 M 12 x 114 17 4

32 9 17

32 9 17

32 9 17

32 9 17

33 10 17

33 12 17

36 12 20

32 7 M 10 x 16

32 7 M 12 x 16

14 43 7 M 10 x 118 12 3

14 44 7 M 12 x 118 17 4
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

AISI 316 L

12 12

14 14

Please consider our security advices on the pages 12/13
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Plugs RECTUS Series 21KA

G 1/8 AISI 303 21SF AW10 RXX

Male Thread

Female Thread

21SF AW10 EXX

21SF AW17 RXX

21SF AW17 EXX

21SF AW13 RXX

21SF AW13 EXX

21SF AM10 RXX

21SF AD14 RXX

21SF IW10 RXX

21SF IW10 EXX

21SF IW17 RXX

21SF IW17 EXX

21SF IW13 RXX

21SF IW13 EXX

21SF IM10 RXX

21SF IM12 RXX

21SF IM14 RXX

AISI 316 L

G 1/4 AISI 303

AISI 316 L

G 3/8 AISI 303

AISI 316 L

M 10 x 1 AISI 303

M 14 x 1,5 AISI 303

21SF AM12 RXXM 12 x 1,5 AISI 303

G 1/8 AISI 303

AISI 316 L

G 1/4 AISI 303

AISI 316 L

G 3/8 AISI 303

AISI 316 L

M 10 x 1 AISI 303

M 12 x 1,5 AISI 303

M 14 x 1,5 AISI 303

25 714

28 917

28 919

25 714

28 1017

28 1017

25 814

25 917

26 919

26 914

27 1017

27 1017
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number



189

Chart

Interchangeability
RECTUS 25
European Profile

Working Pressure
PB = 35 bar, maximum 
static working pressure  
with safety factor of 4 to 1.

Technical Description
Euro-Coupling-System made  
of AISI 303 for corrosion re- 
sistant applications. Plug 
Profile interchangeable to 
Euro-Profile. 	

Advantages
Single handed operation.

Working Temperature*
-15°C up to +100°C (FKM)
depending on the medium.

*At a temperature below 
-15°C and above +100°C 
special seals are available  
on request.

Nominal Diameter

40 mm2  = 7,226KA Single
Shut-Off

Couplings

Male Thread

RECTUS Series 26KA

You will find the following alternative 
versions in our current catalogue on 
page:




Brass/Steel Double Shut-off  	 P. 

Brass/Steel Single Shut-off 	 P. 
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Water

Flow Rate in l/min

Flow Rate in l/min

G 1/4 19 55,5 28 10,5 AISI 303 26KA AW13 RVX

Back Body
Valve Body
Sleeve
Valve
Spring
Balls, Pins
Seals
Distance Sleeve

Material

Coupling

Plug

Plug

AISI 303 
AISI 303 
AISI 303 
AISI 303 
AISI 301 
AISI 316
FKM 
PTFE

AISI 303

AISI 303

26KA AW17 RVX

26KA AW21 RVX

26KA IW13 RVX

26KA IW17 RVX

26KA IW21 RVX

Female Thread

G 3/8 19 53,5 28 9

G 1/2 24 56,5 28 12

G 1/4 19 51,5 28 10

G 3/8 19 53,5 28 9

G 1/2 24 56,5 28 12

AISI 303

AISI 303

AISI 303

AISI 303

AISI 303
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RECTUS Series

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number



Safety Self-Venting 	 P. 288

Please consider our security advices on the pages 12/13
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Couplings

Hose Barb

RECTUS Series 26KA

6 mm 69,5 25 AISI 303 26KA TF06 RVX19 28

8 mm 69,5 25 AISI 303 26KA TF08 RVX19 28

9 mm 69,5 25 AISI 303 26KA TF09 RVX19 28

10 mm 69,5 25 AISI 303 26KA TF10 RVX19 28

13 mm 69,5 25 AISI 303 26KA TF13 RVX19 28

Plugs RECTUS Series 25SF

Hose Barb

6 mm 48 25 AISI 303 25SF TF06 RXX12

25SF TF06 EXXAISI 316 L

8 mm 48 25 AISI 303 25SF TF08 RXX12

25SF TF08 EXXAISI 316 L

9 mm 48 25 AISI 303 25SF TF09 RXX12

25SF TF09 EXXAISI 316 L

10 mm 48 25 AISI 303 25SF TF10 RXX12

25SF TF10 EXXAISI 316 L

13 mm 48 25 AISI 303 25SF TF13 RXX15

25SF TF13 EXXAISI 316 L

Plastic Hose Connection

4 x 6 mm 34 7 AISI 303 25SF KO06 RXX12

25SF KO06 EXXAISI 316 L

6

6 x 8 mm 34 7 AISI 303 25SF KO08 RXX12

25SF KO08 EXXAISI 316 L

6

M 10 x 1

M 12 x 1

8 x 10 mm 42 9 AISI 303 25SF KO10 RXX8 M 16 x 1

9 x 12 mm 42 9 AISI 303 25SF KO12 RXX

25SF KO12 EXXAISI 316 L

8 M 16 x 1

17

17

Panel Mount, 
Hose Barb

6 mm 56 17 AISI 303 25SF TS06 RXX14 M 12 x 114

8 mm 56 17 AISI 303 25SF TS08 RXX14 M 12 x 114

10 mm 56 17 AISI 303 25SF TS10 RXX14 M 14 x 117

17

17

19

4

4

4
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number
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Plugs RECTUS Series 25SF

25SF AW10 RXXG 1/8 31 7 AISI 303

Male Thread

14

25SF AW10 EXXAISI 316 L

25SF AW13 RXXG 1/4 33 9 AISI 30317

25SF AW13 EXXAISI 316 L

25SF AW17 RXXG 3/8 33 9 AISI 30319

25SF AW17 EXXAISI 316 L

25SF AW21 RXXG 1/2 38 12 AISI 30324

25SF AW21 EXXAISI 316 L

25SF AM18 RXXM 18 x 1,5 37 11 AISI 30322

Female Thread

25SF IW10 RXXG 1/8 30 7 AISI 30314

25SF IW10 EXXAISI 316 L

25SF IW13 RXXG 1/4 33 10 AISI 30317

25SF IW13 EXXAISI 316 L

25SF IW17 RXXG 3/8 33 10 AISI 30319

25SF IW17 EXXAISI 316 L

25SF IW21 RXXG 1/2 35 12 AISI 30324

25SF IW21 EXXAISI 316 L

25SF IM14 RXXM 14 x 1,5 33 10 AISI 30317

25SF IM14 RXXM 14 x 1,5 33 10 AISI 30317

25SF IM14 RXXM 14 x 1,5 33 13 AISI 30317
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Please consider our security advices on the pages 12/13
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Single
Shut-Off

You will find the following alternative  
versions in our current catalogue on 
page:







Safety Self-Venting	 P. 

Safety	 P. 

Stainless Steel Dry-Break	 P. 

Stainless Steel Double Shut-off 	 P. 

Couplings

G 1/4 AISI 303 25KA AW13 RVX

Male Thread

RECTUS Series 25KA
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Nominal Diameter

= 48 mm27,8 25KA
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Interchangeability 

Back Body
Valve Body
Sleeve
Valve
Inner Sleeve
Spring Plate
Spring and Locking Ring
Locking Balls
Seals 

RECTUS 26
CEJN 320
various German products

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Material

Coupling

Plug

Plug

AISI 303
AISI 303
AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM

AISI 303

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM

AISI 316 L

3/8”- 1/2” European industrial 
profile with UltraFlo techno-
logy. High flow performance. 
Notable for robust design 
and steel sleeve used with 
large pneumatic consumers. 
Optimum use with liquids and 
aggressive media. 

Advantages
Single handed operation. 
Tough construction.  
UltraFlo technology.

Working Temperature*
-15°C up to +200°C (FKM)
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

209

230

270

290 

AISI 303 AISI 316 L

25KA AW13 EVXAISI 316 L

59,5 10,519 23

25KA AW17 RVX

25KA AW17 EVX

25KA AW21 RVX

25KA AW21 EVX

25KA AM18 RVX

G 1/4 59,5 10,519 23

G 3/8 57,5 919 23

G 3/8 57,5 919 23

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

G 1/2 60,5 1224 23

G 1/2 60,5 1224 23

M 18 x 1,5 59,5 1119 23
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RECTUS Series

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW

B
mm

G
mm

Version Part Number



Coded Systems	 S. 303 



Brass/Steel	 P. 73 

for coupling 	 Part.-No. SK23S
for plug 	 Part.-No. SK12S

Dust Caps (P. 331)
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Couplings

G 1/4 AISI 303 25KA IW13 RVX

Female Thread

RECTUS Series 25KA

Hose Barb

6 mm

55,5 1019 23

25KA IW13 EVX

25KA IW17 RVX

25KA IW17 EVX

25KA IW21 RVX

25KA IW21 EVX

AISI 303 25KA TF06 RVX73,5 2519 23

25KA TF06 EVX

25KA TF08 RVX

25KA TF08 EVX

25KA TF09 RVX

25KA TF09 EVX

25KA TF10 RVX

25KA TF10 EVX

25KA TF13 RVX

25KA TF13 EVX

25KA KO08 EVX

25KA KO08 RVX

25KA KO10 RVX

25KA KO12 RVX

25KA KO12 EVX

25KA TS06 RVX

25KA TS08 RVX

25KA TS10 RVX

Panel Mount,
Hose Barb

AISI 316 L

G 3/8 AISI 30354,5 919 23

AISI 316 L

G 1/2 AISI 30357,5 1224 23

AISI 316 L

AISI 316 L

8 mm AISI 30373,5 2519 23

AISI 316 L

9 mm AISI 30373,5 2519 23

AISI 316 L

10 mm AISI 30373,5 2519 23

AISI 316 L

13 mm AISI 30373,5 2519 23

AISI 316 L

Plastic Hose Connection

6 x 8 mm AISI 30361 719 23

AISI 316 L

9 x 12 mm AISI 30364,5 919 23

AISI 316 L

8 x 10 mm AISI 30364,5 919 23

6 mm AISI 30375,5 1719 23

8 mm AISI 30379,5 1719 23

10 mm AISI 30379,5 2519 23

6 M 12 x 1

8 M 16 x 1

8 M 16 x 1

17 4 M 12 x 110

17 4 M 12 x 114

19 4 M 14 x 114

L
o

w
 P

re
ss

u
re

S
ta

in
le

ss
 S

te
el

Connection A Hex
SW

L
mm

D
mm

L1
mm
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Version Part Number
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Plugs RECTUS Series 25KA

Hose Barb

6 mm 48 25 AISI 303 25SF TF06 RXX12

25SF TF06 EXXAISI 316 L

8 mm 48 25 AISI 303 25SF TF08 RXX12

25SF TF08 EXXAISI 316 L

9 mm 48 25 AISI 303 25SF TF09 RXX12

25SF TF09 EXXAISI 316 L

10 mm 48 25 AISI 303 25SF TF10 RXX12

25SF TF10 EXXAISI 316 L

13 mm 48 25 AISI 303 25SF TF13 RXX15

25SF TF13 EXXAISI 316 L

Plastic Hose Connection

4 x 6 mm 34 7 AISI 303 25SF KO06 RXX12

25SF KO06 EXXAISI 316 L

6

6 x 8 mm 34 7 AISI 303 25SF KO08 RXX12

25SF KO08 EXXAISI 316 L

6

M 10 x 1

M 12 x 1

8 x 10 mm 42 9 AISI 303 25SF KO10 RXX8 M 16 x 117

Panel Mount, 
Hose Barb

6 mm 56 17 AISI 303 25SF TS06 RXX14 M 12 x 114

10 mm 56 17 AISI 303 25SF TS10 RXX14 M 14 x 117

17

19

4

4
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Connection A Hex
SW

L
mm
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SW1
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mm

Version Part Number
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Plugs RECTUS Series 25KA

25SF AW10 RXXG 1/8 31 7 AISI 303

Male Thread

14

25SF AW10 EXXAISI 316 L

25SF AW13 RXXG 1/4 33 9 AISI 30317

25SF AW13 EXXAISI 316 L

25SF AW17 RXXG 3/8 33 9 AISI 30319

25SF AW17 EXXAISI 316 L

25SF AW21 RXXG 1/2 38 12 AISI 30324

25SF AW21 EXXAISI 316 L

25SF AM18 RXXM 18 x 1,5 37 11 AISI 30322

Female Thread

25SF IW10 RXXG 1/8 30 7 AISI 30314

25SF IW10 EXXAISI 316 L

25SF IW13 RXXG 1/4 33 10 AISI 30317

25SF IW13 EXXAISI 316 L

25SF IW17 RXXG 3/8 33 10 AISI 30319

25SF IW17 EXXAISI 316 L

25SF IW21 RXXG 1/2 35 12 AISI 30324

25SF IW21 EXXAISI 316 L

25SF IM14 RXXM 14 x 1,5 33 10 AISI 30317

25SF IM16 RXXM 16 x 1,5 33 10 AISI 30319

25SF IM18 RXXM 18 x 1,5 36 13 AISI 30322
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1
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G
mm

Version Part Number
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Single
Shut-Off

You will find the following alternative  
versions in our current catalogue on 
page:






Brass/Steel	 P. 

Safety Self-Venting	 P. 

Stainless Steel Double Shut-off 	 P. 

Couplings

G 1/4 AISI 303 27KA AW13 RVX

Male Thread

RECTUS Series 27KA
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Nominal Diameter

= 80 mm210
RECTUS Series

27KA

Air

Chart
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Interchangeability 

Back Body
Valve Body
Sleeve
Valve
Inner Sleeve
Spring Plate
Spring and Lock Ring
Locking Balls
Seals 

CEJN 410

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Material

Coupling

Plug

Plug

AISI 303
AISI 303
AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM

AISI 303

AISI 316 L 
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 
FKM

AISI 316 L

1/2” European industrial profile 
with UltraFlo technology. High 
flow performance. Notable for 
robust design with steel sleeve 
in use with large pneumatic 
consumers. Particularly suitable 
for aggressive media.

Advantages
Single handed operation. Low 
pressure drop. No damage 
to the valve body from collar 
design. High flow valve.

Working Temperature*
-15°C up to +200°C (FKM) 
0°C up to +316°C (FFKM)  
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

213

292

95

AISI 303 AISI 316 L

57,5 924 27

27KA AW 17 RVX

27KA AW17 EVX

27KA AW21 RVX

27KA AW21 EVX

27KA AW26 RVX

27KA AW26 EVX

G 3/8 57,5 924 27 AISI 303

AISI 316 L

G 1/2 59,5 1224 27 AISI 303

AISI 316 L

G 3/4 60,5 1632 27 AISI 303

AISI 316 L
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW

B
mm

G
mm

Version Part Number

for coupling 	 Part.-No. SK27S
for plug 	 Part.-No. SK16S

Dust Caps (P. 331)
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Couplings

Female Thread

RECTUS Series 27KA

Hose Barb

27KA IW17 RVX

27KA IW17 EVX

27KA IW21 RVX

27KA IW21 EVX

27KA IW26 RVX

27KA IW26 EVX

27KA TF08 EVX

27KA TF09 RVX

27KA TF09 EVX

27KA TF10 EVX

27KA TF13 RVX

27KA TF13 EVX

27KA TF16 RVX

27KA TF16 EVX

27KA TF19 RVX

27KA TF19 EVX

Hose Barb

27SF TF06 RXX

27SF TF08 RXX

27SF TF08 EXX

27SF TF09 RXX

27SF TF09 EXX

27SF TF10 RXX

27SF TF10 EXX

27SF TF13 RXX

27SF TF13 EXX

27SF TF16 RXX

27SF TF16 EXX

27SF TF19 RXX

27SF TF19 EXX

Plugs RECTUS Series 27KA

6 mm AISI 30348 2515

G 3/8 AISI 30356,5 1124 27

AISI 316 L

G 1/2 AISI 30356,5 1224 27

AISI 316 L

G 3/4 AISI 30360,5 1632 27

AISI 316 L

8 mm AISI 316 L76,5 2524 27

9 mm AISI 30376,5 2524 27

AISI 316 L

10 mm AISI 316 L76,5 2524 27

13 mm AISI 30376,5 2524 27

AISI 316 L

16 mm AISI 30376,5 2524 27

AISI 316 L

19 mm AISI 30376,5 2524 27

AISI 316 L

8 mm AISI 30348 2515

AISI 316 L

9 mm AISI 30348 2515

AISI 316 L

10 mm AISI 30348 2515

AISI 316 L

13 mm AISI 30348 2515

AISI 316 L

16 mm AISI 30349 2518

AISI 316 L

19 mm AISI 30348 2515

AISI 316 L
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Connection A Hex
SW

L
mm
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mm

L1
mm

L2
mm

Hex1
SW1

B
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G
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Version Part Number

Connection A Hex
SW

L
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D
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Version Part Number
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Plugs RECTUS Series 27KA

Male Thread

G 1/4 36,5 9 AISI 30317

Female Thread

27SF AW13 RXX

27SF AW13 EXX

27SF AW17 RXX

27SF AW17 EXX

27SF AW21 RXX

27SF AW21 EXX

27SF AW26 RXX

27SF AW26 EXX

27SF IW17 RXX

27SF IW17 EXX

27SF IW21 RXX

27SF IW21 EXX

27SF IW26 RXX

27SF IW26 EXX

AISI 316 L

G 3/8 36,5 9 AISI 30319

AISI 316 L

G 1/2 40 12 AISI 30324

AISI 316 L

G 3/4 45 16 AISI 30332

AISI 316 L

G 3/8 33 9 AISI 30319

AISI 316 L

G 1/2 37 12 AISI 30324

AISI 316 L

G 3/4 42 16 AISI 30332

AISI 316 L

L
o

w
 P

re
ss

u
re

S
ta

in
le

ss
 S

te
el

Connection A Hex
SW

L
mm

D
mm

L1
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L2
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Hex1
SW1

B
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mm

Version Part Number
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Transport for hazardous goods.

Our dry-break stainless steel coupling system in  
series 99KL stands up for its robustness and the  
safety of 8-way coding, which reliably prevents  
mix-ups.
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Double
Shut-Off




Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

M 5 AISI 303 20KB AM05 RVX

Male Thread

Female Thread

RECTUS Series 20KB

ac
tu

al
 s

iz
e

Nominal Diameter

= 5 mm22,7 20KB

Air
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Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals 

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM

AISI 303
AISI 303
AISI 303
AISI 301
FKM 

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

Mini industrial coupling,  
internationally used profile. 
Notable for a high flow and 
numerous application options 
with various media. Frequent 
use in medical technology  
and chemistry/pharmacy.

Advantages
Single handed operation. 
Small dimensions. Minimal 
pressure drop.

Working Temperature*
-15°C up to +200°C (FKM)
depending on the medium. 

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

182

120

AISI 303 AISI 316 L

20KB AM05 EVX

20KB AW10 RVX

20KB AW10 EVX

20KB IM05 RVX

20KB IM05 EVX

20KB IW10 RVX

20KB IW10 EVX

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

G 1/8

M 5

G 1/8

26 59 10

25 59 10

28 711 10

28 712 10
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You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Stainless Steel Single Shut-off	 P. 

RECTUS Series
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

3 mm AISI 303 20KB TF03 RVX

Hose Barb

Plastic Hose Connection

RECTUS Series 20KB
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Valved Plugs RECTUS Series 20KB

Hose Barb

 20SB TF03 RVX

20KB TF04 RVX

20KB TF04 EVX

20KB TF05 RVX

20KB KO04 RVX

20KB KO04 EVX

20KB KO05 RVX

20KB KO05 EVX

20KB KO06 RVX

20KB KO06 EVX

Panel Mount,  
Plastic Hose Connection

20KB KS04 RVX

20KB KS05 RVX

20KB KS06 RVX

20SB TF04 RVX

20SB TF04 EVX

20SB TF05 RVX

Plastic Hose Connection

20SB KO04 RVX

20SB KO04 EVX

20SB KO05 RVX

20SB KO05 EVX

20SB KO06 RVX

20SB KO06 EVX

4 mm

5 mm

AISI 303

AISI 316 L

AISI 303

3 x 4 mm AISI 303

AISI 316 L

3 x 5 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

3 x 4 mm AISI 303

3 x 5 mm AISI 303

4 x 6 mm AISI 303

3 mm AISI 303

4 mm AISI 303

AISI 316 L

5 mm AISI 303

3 x 4 mm AISI 303

AISI 316 L

3 x 5 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

9

35 10 13

34 10 7 M 7 x 0,55

12 45 10 7 M 7 x 0,517 11 3

Panel Mount, 
Plastic Hose Connection

20SB KS04 RVX3 x 4 mm AISI 303

20SB KS05 RVX3 x 5 mm AISI 303

20SB KS06 RVX4 x 6 mm AISI 303

35 10 13

35 10 13

9 34 10 7 M 7 x 0,55

9 34 10 7 M 8 x 0,55

12 45 10 7 M 7 x 0,517 11 3

12 45 10 7 M 8 x 0,517 12 3,5

8 37 13

8 37 13

8 37 13

12 47 7 M 7 x 0,517 11 3

9 36 7 M 7 x 0,55

9 36 7 M 7 x 0,55

9 36 7 M 8 x 0,55

12 47 7 M 7 x 0,517 11 3

12 47 7 M 8 x 0,517 12 3,5

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Please consider our security advices on the pages 12/13
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Valved Plugs RECTUS Series 20KB

M 5 AISI 303 20SB AM05 RVX

Male Thread

Female Thread

20SB AM05 EVX

20SB IM05 RVX

20SB IM05 EVX

20SB AW10 RVX

20SB AW10 EVX

20SB IW10 RVX

20SB IW10 EVX

AISI 316 L

G 1/8 AISI 303

AISI 316 L

M 5 AISI 303

AISI 316 L

G 1/8 AISI 303

AISI 316 L

28 59

30 711

27 59

30 712
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Connection A Hex
SW

L
mm
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mm
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mm

L2
mm
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Chart

Interchangeability
ISO 6150 C

Working Pressure
PB = 35 bar, maximum  
static working pressure  
with safety factor of 4 to 1. 

Technical Description
Mini industrial coupling with 
plug profile according to 
ISO 6150 C. Popular profile  
in analytical and medical tech-
nology. Above average flow
rate performance for liquid 
and gaseous media.

Working Temperature*
-15°C up to +200°C (FKM) 
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Nominal Diameter

7 mm2  = 3
RECTUS Series

303KB Double
Shut-Off

Couplings

Male Thread

RECTUS Series 303KB
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Water

Flow Rate in l/min

Flow Rate in l/min

G 1/8 AISI 316 L 303KB AW10 EVX

Back Body
Valve Body
Sleeve
Valve
Spring
Balls, Pins
Seals
Distance Sleeve

Material 

Coupling

Plug

Plug

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L

AISI 316 L

AISI 316 L

303KB AW13 EVXG 1/4 AISI 316 L

AISI 316 L

AISI 316 L

14 43 18 7

17 45 18 9

G 1/8

G 1/4

14 43 18 9

17 45 18 9

Female Thread

303KB IW10 EVX

303KB IW13 EVX
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Please consider our security advices on the pages 12/13
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Couplings RECTUS Series 303KB

4 mm AISI 316 L 303KB TF04 EVX

Hose Barb

Plastic Hose Connection

303KB KO06 EVX

303KB TF06 EVX

303KB KO08 EVX

6 mm

4 x 6 mm

6 x 8 mm

53 1714 18

AISI 316 L53 1714 18

AISI 316 L49 714 18

AISI 316 L49 714 18

6

6

12

14

M 10 x 1

M 12 x 1

Valved Plugs RECTUS Series 303KB

G 1/8 AISI 316 L 303SB AW10 EVX

Male Thread

48,5 714

G 1/4 AISI 316 L 303SB AW13 EVX50,5 917

Female Thread

Hose Barb

Plastic Hose Connection

G 1/8 AISI 316 L 303SB IW10 EVX48,5 914

G 1/4 AISI 316 L 303SB IW13 EVX50,5 917

4 mm AISI 316 L 303SB TF04 EVX58,5 1714

6 mm AISI 316 L 303SB TF06 EVX58,5 1714

4 x 6 mm AISI 316 L 303SB KO06 EVX54,5 714

6 x 8 mm AISI 316 L 303SB KO08 EVX54,5 714

6 12 M 10 x 1

6 14 M 12 x 1
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Connection A Hex
SW

L
mm
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mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Connection A Hex
SW

L
mm

D
mm
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L2
mm

Hex1
SW1

B
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G
mm

Version Part Number
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Chart

Working Pressure
PB = 35 bar, maximum 
static working pressure  
with safety factor of 4 to 1.

Technical Description
Mini industrial coupling, inter-
nationally the most common 
profile for this nominal diame-
ter, in double shut-off design. 
Above average flow perfor-
mance for liquid and gaseous 
media. Large band width in 
materials and valve variants. Working Temperature*

-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM)  
depending on the medium.
 
*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

Nominal Diameter

20 mm2  = 5
RECTUS Series

21KB Double
Shut-Off

Couplings

Male Thread

RECTUS Series 21KB


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

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Water

Flow Rate in  l/min

Flow Rate in  l/min

G 1/8 AISI 303 21KB AW10 RVX

21KB AW10 EVXAISI 316 L

14 36 16 7

G 3/8 19 38 16 9 21KB AW17 RVX

21KB AW17 EVX

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 420
FKM 

AISI 303
AISI 303
AISI 303
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM 

AISI 306 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

AISI 303 AISI 316 L

Advantages
Single handed operation. 
Small dimensions.

21KB AW13 RVX

21KB AW13 EVX

17 38 16 9G 1/4

AISI 303

AISI 316 L
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

AISI 303

AISI 316 L

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

Stainless Steel Dry-Break	 P. 

Stainless Steel Single Shut-off	 P. 



276Safety	 P. 



300Coded Systems	 P. 

for coupling 	 Part.-No. SK16S
Dust Caps (P. 323)

Please consider our security advices on the pages 12/13
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Couplings

G 1/8 AISI 303 21KB IW10 RVX

M 10 x 1

Female Thread

RECTUS Series 21KB

Hose Barb

Plastic Hose Connection

Panel Mount, 
Plastic Hose Connection

21KB IW10 EVX

21KB IW13 RVX

21KB IW13 EVX

21KB IW17 RVX

21KB IW17 EVX

21KB TF04 RVX

21KB TF04 EVX

21KB TF05 RVX

21KB TF06 RVX

21KB TF06 EVX

21KB TF08 RVX

21KB TF08 EVX

21KB TF09 RVX

21KB TF09 EVX

21KB TP06 RVX

6 21KB KO06 RVX

21KB KO06 EVX

21KB KO08 RVX

21KB KO08 EVX

21KB KS06 RVX

21KB KS06 EVX

21KB KS08 RVX

AISI 316 L

G 1/4 AISI 303

AISI 316 L

G 3/8 AISI 303

AISI 316 L

4 mm AISI 303

AISI 316 L

5 mm AISI 303

6 mm AISI 303

AISI 316 L

8 mm AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

6 mm Parker AISI 303

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

42 714 16

21KB TF10 RVX

21KB TF10 EVX

10 mm AISI 303

AISI 316 L

38 917 16

38 919 16

46 1714 16

46 1714 16

46 1714 16

46 1714 16

46 1714 16

46 1714 16

50 2014 16

M 12 x 1642 714 16

14 4 M 10 x 11854 714 16

14 4 M 12 x 11854 717 16
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Connection A Hex
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L1
mm
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Version Part Number

36 914 16
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Couplings RECTUS Series 21KB

Panel Mount,
Hose Barb

21KB TS08 RVX

Valved Plugs RECTUS Series 21KB

21SB TF06 RVX

21SB TF06 EVX

21SB TF08 RVX

21SB TF08 EVX

21SB TF10 RVX

21SB TP06 RVX

Hose Barb

Plastic Hose Connection

21SB KO06 RVX

21SB KO06 EVX

Panel Mount, 
Plastic Hose Connection

21SB KS06 RVX

21SB KS06 EVX

21SB KS08 RVX

8 mm AISI 303

6 mm AISI 303

AISI 316 L

8 mm AISI 303

AISI 316 L

AISI 303

6 mm Parker AISI 303

4 x 6 mm AISI 303

AISI 316 L

4 x 6 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

21SB TF09 RVX

21SB TF09 EVX

9 mm AISI 303

AISI 316 L

10 mm

21SB TF10 EVXAISI 316 L

21SB KO08 RVX

21SB KO08 EVX

6 x 8 mm AISI 303

AISI 316 L

17 60 16 17 M 12 x 114 17 4

14 46 7 M 10 x 16

14 50 17

14 50 17

14 50 17

14 50 17

14 54 20

14 46 7 M 12 x 16

14 58 7 M 10 x 118 12 3

17 58 7 M 12 x 118 17 4
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Connection A Hex
SW

L
mm
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L1
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Hex1
SW1

B
mm

G
mm

Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
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G
mm

Version Part Number
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Valved Plugs RECTUS Series 21KB

Panel Mount, 
Hose Barb

21SB TS06 RVX

21SB TS10 RVX

6 mm

10 mm

Valved Plugs RECTUS Series 21KB

G 1/8 AISI 303 21SB AW10 RVX

Male Thread

7

21SB AW10 EVX

Female Thread

21SB AW13 RVX

21SB AW13 EVX

21SB AW17 RVX

21SB AW17 EVX

21SB TS09 RVX9 mm

43 1017 21SB AM14 RVX

21SB IW10 RVX

21SB IW10 EVX

21SB IW13 RVX

21SB IW13 EVX

21SB IM10 RVX

21SB IM12 RVX

21SB IM14 RVX

AISI 303

AISI 303

AISI 303

AISI 316 L

G 1/4 AISI 3039

AISI 316 L

G 3/8 AISI 3039

AISI 316 L

21SB IW17 RVX

21SB IW17 EVX

G 1/8 4014

4014

4217

4219

AISI 303M 14 x 1,5

9 AISI 303

AISI 316 L

G 1/4 4217 9 AISI 303

AISI 316 L

G 3/8 4219 9 AISI 303

AISI 316 L

M 10 x 1 4014 9 AISI 303

M 12 x 1,5 17 9 AISI 303

M 14 x 1,5

42

17 9 AISI 303
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Connection A Hex
SW

L
mm
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mm
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mm
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Hex1
SW1

B
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G
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Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

64 1717

61 1717 11 17

6417 17

14 17

14 17

M 12 x 1

M 12 x 1

G 1/4

4

4

3,5

42
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Working Pressure
PB = 35 bar, maximum 
static working pressure  
with safety factor of 4 to 1.

Technical Description
3/8” - 1/2” European industrial 
profile with UltraFlo techno-
logy. High flow performance. 
Notable for robust design 
and steel sleeve used with 
large pneumatic consumers. 
Optimum use with liquids and 
aggressive media. Working Temperature*

-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM)  
depending on the medium.

 
*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

Nominal Diameter

42 mm2  = 7,4
RECTUS Series

25KB Double
Shut-Off

Couplings

Male Thread

RECTUS Series 25KB
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Water

Flow Rate in l/min

Flow Rate in l/min

G 1/4 AISI 303 25KB AW13 RVX

25KB AW13 EVXAISI 316 L

19 59,5 23 10,5

25KB AW21 RVX

25KB AW21 EVX

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Inner Sleeve
Spring Plate

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 303
AISI 303

AISI 303
AISI 303
AISI 303
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM
AISI 316 L
AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

AISI 303 AISI 316 L

Advantages
Single handed operation. 
Robust design. High flow valve. 
No damage to the valve body 
from collar design.

25KB AW17 RVX

25KB AW17 EVX

25KB AM16 RVX

25KB AM16 EVX

G 3/8 AISI 303

AISI 316 L

19 57,5 23 9

G 1/2 24 60,5 23 12 AISI 303

AISI 316 L

M 16 x 1,5 19 59 23 10,5 AISI 303

AISI 316 L
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Safety 	 P. 

Brass/Steel Double Shut-off	 P. 

Stainless Steel Dry-Break	 P. 

Stainless Steel Single Shut-off	 P. 



290Safety Self-Venting	 P. 



303Coded Systems	 P. 

for coupling 	 Part.-No. SK23S
for plug 	 Part.-No. SK12S

Dust Caps (P. 323)

Please consider our security advices on the pages 12/13
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Couplings

Female Thread

RECTUS Series 25KB

Hose Barb

Plastic Hose Connection

Panel Mount, 
Hose Barb
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

G 1/4 AISI 303 25KB IW13 RVX

25KB IW13 EVX

25KB IW17 RVX

25KB IW17 EVX

25KB IW21 RVX

25KB IW21 EVX

25KB IM14 RVX

25KB IM16 RVX

25KB IM18 RVX

25KB TF06 RVX

25KB TF06 EVX

25KB TF08 RVX

25KB TF08 EVX

25KB TF09 RVX

25KB TF09 EVX

25KB KO08 RVX

25KB KO08 EVX

25KB KO10 RVX

25KB KO12 RVX

25KB KO12 EVX

25KB TS10 RVX

AISI 316 L

G 3/8 AISI 303

AISI 316 L

G 1/2 AISI 303

AISI 316 L

M 14 x 1,5 AISI 303

M 16 x 1,5 AISI 303

M 18 x 1,5 AISI 303

6 mm AISI 303

AISI 316 L

8 mm AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

6 x 8 mm AISI 303

AISI 316 L

8 x 10 mm AISI 303

AISI 3039 x 12 mm

AISI 316 L

AISI 303

55,5 1019 23

25KB TF10 RVX

25KB TF10 EVX

10 mm AISI 303

AISI 316 L

25KB TF13 RVX

25KB TF13 EVX

13 mm AISI 303

AISI 316 L

10 mm

54,5 919 23

57,5 1224 23

54,5 919 23

54,5 919 23

54,5 922 23

73,5 2519 23

73,5 2519 23

73,5 2519 23

73,5 2519 23

73,5 2519 23

M 12 x 1661 719 23

M 16 x 1864,5 919 23

M 16 x 1864,5 919 23

19 4 M 14 x 11479,5 2519 23
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Valved Plugs RECTUS Series 25KB

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

25SB TF06 RVX

25SB TF06 EVX

25SB TF08 RVX

25SB TF08 EVX

25SB TF09 RVX

25SB TF09 EVX

25SB TF10 RVX

25SB TF10 EVX

25SB KO06 RVX

25SB KO08 RVX

Hose Barb

Plastic Hose Connection

25SB KO08 EVX

25SB KO10 RVX

Panel Mount, 
Hose Barb

25SB TS06 RVX

25SB TS08 RVX

25SB TS10 RVX

6 mm AISI 303

8 mm

AISI 316 L

AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

10 mm AISI 303

AISI 316 L

AISI 303

6 x 8 mm AISI 303

8 x 10 mm

AISI 316 L

AISI 303

6 mm AISI 303

AISI 303

10 mm AISI 303

25SB TF13 RVX

25SB TF13 EVX

13 mm AISI 303

AISI 316 L

4 x 6 mm

25SB KO12 RVX

25SB KO12 EVX

9 x 12 mm AISI 303

AISI 316 L

8 mm

Valved Plugs RECTUS Series 25KB

Male Thread

25SB AW10 RVX

25SB AW10 EVX

25SB AW13 RVX

25SB AW13 EVX

25SB AW17 RVX

25SB AW17 EVX

25SB AW21 RVX

25SB AW21 EVX

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

19 72 25

19 54 7G 1/8

19 72 25

19 72 25

19 72 25

19 72 25

19 59 7 6 M 10 x 1

19 59 7 6 M 12 x 1

19 63 8,5 8,5 M 16 x 1

19 63 8,5 8,5 M 16 x 1

19 74 17 10 M 12 x 117 4

19 78 17 14 M 12 x 117 4

19 78 17 14 M 14 x 119 4

19 58 10,5G 1/4

19 56 9G 3/8

24 59 12G 1/2
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Connection A Hex
SW
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mm
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mm
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SW1
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mm

G
mm

Version Part Number
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Valved Plugs RECTUS Series 25KB

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Male Thread

Female Thread

25SB AM 18 RVX

M 16 x 1,5

M 18 x 1,5 

G 1/4

57,5 10,519

AISI 30358 1119

54 1019

25SB AM16 RVX

25SB AM16 EVX

25SB IW13 RVX

25SB IW13 EVX

25SB IW17 RVX

25SB IW17 EVX

25SB IW21 RVX

25SB IW21 EVX

25SB IM18 RVX

AISI 303

AISI 316 L

AISI 303

AISI 316 L

G 3/8 53 919 AISI 303

AISI 316 L

G 1/2 56 1224 AISI 303

AISI 316 L

AISI 303M 18 x 1,5 53 922
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Working Pressure
PB = 35 bar, maximum 
static working pressure  
with safety factor of 4 to 1.

Technical Description
1/2” European industrial profile 
with UltraFlo technology. High 
flow performance. Notable for 
robust design with steel sleeve 
in use with large pneumatic 
consumers. Particularly suitable 
for aggressive media.

Working Temperature*
-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM)  
depending on the medium.
 
*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request.

80 mm2  = 10
RECTUS Series

27KB Double
Shut-Off

Couplings

Male Thread

RECTUS Series 27KB
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Water

Flow Rate in l/min

Flow Rate in l/min

G 1/4 AISI 303 27KB AW13 RVX24 57,5 27 9

G 1/2 24 59,5 27 12 27KB AW21 RVX

27KB AW21 EVX

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Inner Sleeve 
Spring Plate

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 303
AISI 303 

AISI 303
AISI 303
AISI 303
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM 
AISI 316 L
AISI 316 L 

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

AISI 303 AISI 316 L

Advantages
Single handed operation. Low 
pressure drop. No damage 
to the valve body from collar 
design. High flow valve.

27KB AW17 RVX

27KB AW17 EVX

27KB AW26 RVX

27KB AW26 EVX

G 3/8 AISI 303

AISI 316 L

24 57,5 27 9

AISI 303

AISI 316 L

G 3/4 32 60,5 27 16 AISI 303

AISI 316 L
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Safety Self-Venting	 P. 

Brass/Steel Double Shut-off	 P. 

Stainless Steel Single Shut-off	 P. 

for coupling 	 Part.-No. SK27S
Dust Caps (P. 323)

Nominal Diameter

Please consider our security advices on the pages 12/13
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Couplings

G 1/4 27KB IW13 EVX

Female Thread

RECTUS Series 27KB

Hose Barb

Hose Barb

27KB IW17 RVX

27KB IW17 EVX

27KB IW21 RVX

27KB IW21 EVX

27KB IW26 RVX

27KB IW26 EVX

27KB TF13 RVX

27KB TF13 EVX

27KB TF16 RVX

27KB TF16 EVX

27SB TF09 RVX

27SB TF09 EVX

27SB TF13 RVX

27SB TF13 EVX

27SB TF16 RVX

27SB TF19 EVX

G 3/8 AISI 303

AISI 316 L

G 1/2 AISI 303

AISI 316 L

G 3/4 AISI 303

AISI 316 L

13 mm AISI 303

AISI 316 L

16 mm AISI 303

AISI 316 L

9 mm AISI 303

AISI 316 L

AISI 30313 mm

AISI 316 L

AISI 303

AISI 316 L

16 mm

AISI 316 L

56,5 1024 27

27KB TF19 RVX

27KB TF19 EVX

19 mm AISI 303

AISI 316 L

27SB TF19 RVXAISI 30319 mm

27SB TF16 EVX

56,5 1124 27

AISI 316 L

56,5 1224 27

60,5 1632 27

76,5 2524 27

76,5 2524 27

76,5 2524 27

74,5 2524

74,5 2524

74,5 2524

74,5 2524

Valved Plugs RECTUS Series 27KB
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Connection A Hex
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Version Part Number

Connection A Hex
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L
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SW1
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Version Part Number
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Valved Plugs RECTUS Series 27KB

27SB AW13 RVX

27SB AW17 RVX

27SB AW17 EVX

27SB AW21 RVX

27SB AW21 EVX

27SB AW26 RVX

27SB AW26 EVX

27SB IW17 RVX

Male Thread

Female Thread

27SB IW17 EVX

27SB IW26 RVX

27SB IW26 EVX

G 1/4 AISI 303

G 3/8 AISI 303

AISI 316 L

G 1/2 AISI 303

AISI 316 L

G 3/4 AISI 303

AISI 316 L

AISI 303

G 1/2

AISI 316 L

G 3/4

AISI 303

AISI 316 L

27SB IW13 RVX

27SB IW13 EVX

G 1/4 AISI 303

AISI 316 L

27SB IW21 RVX

27SB IW21 EVX

AISI 303

AISI 316 L

24 55,5 9

24 55,5 9

24 57,5 12

32 58,5 16

24 54,5 10

G 3/8 24 54,5 10

24 54,5 12

32 58,5 16
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Connection A Hex
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Version Part Number
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Double
Shut-Off




Couplings

G 1/8 AISI 303 71KB IW10 RVX

Female Thread

Female Thread

RECTUS Series 71KB
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Nominal Diameter

= 15 mm24,3 71KB
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Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring Plate

Working Pressure
PB = 250 bar maximum 
static working pressure until 
50°C with safety factor of 
4 to 1.
 

Material

Coupling

Plug

Plug Profile
Valve
Spring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 301

AISI 303
AISI 303
AISI 301
AISI 301
FKM 

AISI 316 L
AISI 316 L 
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L 

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM

Smallest dimensions for a 
couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.

Working Temperature*
-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM)
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

 

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

256

124

AISI 303 AISI 316 L

71KB IW10 EVXAISI 316 L

48,5 714 25

Valved Plugs RECTUS Series 71KB

G 1/8 AISI 303 71SB IW10 RVX

71SB IW10 EVXAISI 316 L

29,514 7
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Connection A Hex
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Hex1
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Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

RECTUS Series
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Working Pressure
PB = 250 bar, maximum 
static working pressure until 
50°C with safety factor of 
4 to 1. 

Technical Description
Couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Working Temperature*
-15°C up to +200°C (FKM)
0°C up to +316 °C (FFKM)  
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

30 mm2  = 6
RECTUS Series

72KB Double
Shut-Off
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Water

Flow Rate in l/min

Flow Rate in l/min

Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring Plate

Material

Coupling

Plug

Plug Profile
Valve
Spring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM
AISI 301 

AISI 303
AISI 303
AISI 301
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM

AISI 303 AISI 316 L

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.

Female Thread

G 1/4 AISI 303 72KB IW13 RVX

72KB IW13 EVXAISI 316 L

19 57,5 29 10

Couplings RECTUS Series 72KB

Valved Plugs RECTUS Series 72KB

Female Thread

G 1/4 AISI 303 72SB IW13 RVX

72SB IW13 EVXAISI 316 L

19 35 10
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Connection A Hex
SW
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Hex1
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Version Part Number

Connection A Hex
SW

L
mm

D
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mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:




257

134Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

Nominal Diameter

Please consider our security advices on the pages 12/13
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Double
Shut-Off


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Couplings

G 3/8 AISI 303 73KB IW17 RVX

Female Thread

Female Thread

RECTUS Series 73KB
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Nominal Diameter

= 44 mm27,5 73KB
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Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring Plate

 

Working Pressure
PB = 250 bar, maximum 
static working pressure until 
50°C with safety factor of 
4 to 1. 

Material 

Coupling

Plug

Plug Profile
Valve
Spring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 301

AISI 303
AISI 303
AISI 301
AISI 301
FKM 

AISI 316 L
AISI 316 L 
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L 

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM 

Couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.

Working Temperature*
-15°C up to +200°C (FKM)
0°C up to +316 °C (FFKM)  
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

258

144

AISI 303 AISI 316 L

73KB IW17 EVXAISI 316 L

64 11,522 35

Valved Plugs RECTUS Series 73KB

G 3/8 AISI 303 73SB IW17 RVX

73SB IW17 EVXAISI 316 L

39 11,522
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Connection A Hex
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Version Part Number

Connection A Hex
SW

L
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L2
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Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

RECTUS Series
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Chart

Working Pressure
PB = 250 bar, maximum 
static working pressure until 
50°C with safety factor of 
4 to 1. 

Technical Description
Couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Working Temperature 
-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM)  
depending on the medium. 
 
*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

95 mm2  = 11
RECTUS Series

74KB Double
Shut-Off
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Water

Flow Rate in l/min

Flow Rate in l/min

Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring Plate 

Material

Coupling

Plug

Plug Profile
Valve
Spring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 316 L 

AISI 303
AISI 303
AISI 301
AISI 316 L
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 
FKM 
AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM

AISI 303 AISI 316 L

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.

Female Thread

G 1/2 AISI 303 74KB IW21 RVX

74KB IW21 EVXAISI 316 L

27 76 44,5 16

Couplings RECTUS Series 74KB

Valved Plugs RECTUS Series 74KB

Female Thread

G 1/2 AISI 303 74SB IW21 RVX

74SB IW21 EVXAISI 316 L

27 48 16
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Connection A Hex
SW

L
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Hex1
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G
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Version Part Number

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

Nominal Diameter

Please consider our security advices on the pages 12/13
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Double
Shut-Off




Couplings

G 3/4 AISI 303 75KB IW26 RVX

Female Thread

Female Thread

RECTUS Series 75KB
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Nominal Diameter

= 133 mm213 75KB

Air
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Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring Plate 

Working Pressure
PB =160 bar maximum 
static working pressure until 
50°C with safety factor of 
4 to 1. 

Material

Coupling

Plug

Plug Profile
Valve
Spring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM 
AISI 301

AISI 303
AISI 303
AISI 301
AISI 301
FKM 

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM 

Couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.
   

Working Temperature*
-15°C up to+200°C (FKM)
0°C bis  +316°C (FFKM) 
depending on the medium. 

*At a temperature below 
-15°C and above +200°C 
special seals are available on 
request. 

Technical Description

Water

Flow Rate in l/min

Flow Rate in l/min

260

154

AISI 303 AISI 316 L

75KB IW26 EVXAISI 316 L

96 2434 55

Valved Plugs RECTUS Series 75KB

G 3/4 AISI 303 75SB IW26 RVX

75SB IW26 EVXAISI 316 L

60 2436
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Connection A Hex
SW

L
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Version Part Number

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

RECTUS Series
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Chart

Working Pressure
PB =100 bar, maximum 
static working pressure until 
50°C with safety factor of 
4 to 1. 

Technical Description
Couplings series according to 
ISO 7241-1 series B. Particu-
larly suitable for use with liquid 
media. This is a two-hand ope-
ration coupling system, i.e. the 
sleeve must be pushed back 
manually when coupling.

Working Temperature*
-15°C up to+200°C (FKM)
0°C bis  +316°C (FFKM) 
depending on the medium.

 
*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

 

314 mm2  = 20
RECTUS Series

76KB Double
Shut-Off
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Water

Flow Rate in l/min

Flow Rate in l/min

Back Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Spring and Locking Ring

Material

Coupling

Plug

Plug Profile
Valve
Spring and Locking Ring
Spring Plate
Seal 

AISI 303
AISI 303
AISI 303
AISI 316 L
AISI 316
FKM 
AISI 301

AISI 303
AISI 303
AISI 316 L
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 
FKM 
AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316 L
FKM

AISI 303 AISI 316 L

Advantages
High flow rate – marginal 
pressure drop. Plug Profile 
according to ISO-Norm.
 

Female Thread

G 1 AISI 303 76KB IW33 RVX

76KB IW33 EVXAISI 316 L

41 105,5 62 24

Couplings RECTUS Series 76KB

Valved Plugs RECTUS Series 76KB

Female Thread

G 1 AISI 303 76SB IW33 RVX

76SB IW33 EVXAISI 316 L

14 43 18 7
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Connection A Hex
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You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Double Shut-off	 P. 

Thermoplastics	 P. 

Nominal Diameter

Please consider our security advices on the pages 12/13
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Dry-Break

Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1 
SW1

B
mm

G
mm

Version Part Number

Male Thread

RECTUS Series 204KL
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Nominal Diameter

= 12,5 mm24
RECTUS Series

204KL

Water
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Working Pressure
PB = 15 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Dry-break coupling systems, 
which stand out for their ex- 
tremely low leakage rates and  
a minimum volume of dead 
space. No air locks whatso-
ever during connecting and 
negligible film of channelled 
medium on the valve bodies 
when disconnecting. Coupling 
systems for applications in  
sensitive environments, such  
as in analysis technology,  
cooling circuits, transport sys-
tems and many applications 
with aggressive medium.

Advantages
Single-handed operation. Easy 
handling. Ergonomic sleeve 
shape. Optimised size. Low 
connecting forces. Valve body 
protected by collar design. 

Extremely low dead volume 
remaining. Working Temperature*

Technical Description

Flow Rate in l/min
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You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Dry-Break	 P.  162

-15°C up to +200°C (FKM)
Other sealing materials  
available on request.

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals 

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM

AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM

G 1/8 14 45 19 7 AISI 316 L 204KL AW10 EVX

204KL AW13 EVXG 1/4 17 47 19 9 AISI 316 L

Interchangeability
RECTUS Design

Female Thread

G 1/8 14 45 19 9 AISI 316 L 204KL IW10 EVX

204KL IW13 EVXG 1/4 17 47 19 9 AISI 316 L
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 Valved Plugs

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Male Thread

RECTUS Series 204KL

Female Thread
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G 1/8 14 40 7 AISI 316 L 204SL AW10 EVX

204SL AW13 EVXG 1/4 17 42 9 AISI 316 L
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G 1/8 14 40 9 AISI 316 L 204SL IW10 EVX

204SL IW13 EVXG 1/4 17 42 9 AISI 316 L

Please consider our security advices on the pages 12/13
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

G 1/8 14 36 16 7 AISI 303 21KL AW10 RVX

Male Thread

RECTUS Series 21KL
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Nominal Diameter

= 20 mm25 21KL
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Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Inner Sleave
Seal bonnet

Working Pressure
PB = 8 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 316
FKM
AISI 303
AISI 303

AISI 303

AISI 303
AISI 303
AISI 303
AISI 301
FKM 

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM
AISI 316 L
AISI 316 L

AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

Mini industrial coupling, inter-
nationally the most common 
profile for this nominal diame- 
ter, in double shut-off design. 
Above average flow perfor-
mance for liquid and gaseous 
media. Large band width in 
materials and valve variants. To 
be used in small applications 
like laboratories and chemical 
processes with aggressive 
mediums.

Advantages
Single handed operation. 
Small dimensions. Minimum 
(hardly noticeable) leakage 
occurs when disconnecting. 
Air is not trapped in during  
the connecting process.

Working Temperature*
-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM) 
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

Technical Description

Flow Rate in l/min

185

205

242

164 

21KL AW10 EVX

21KL AW13 RVX

21KL AW13 EVX

21KL AW17 RVX

21KL AW17 EVX

G 1/4 17 38 16 9 AISI 303

AISI 316 L

AISI 316 L

G 3/8 19 38 16 9 AISI 303

AISI 303

AISI 316 L

RECTUS Series

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Dry-Break	 P. 

Thermoplastics	 P. 

Stainless Steel Double Shut-off	 P. 

Stainless Steel Single Shut-off	 P. 

276Safety 	 P. 

300Coded Systems	 P. 

for coupling 	 Part.-No. SK16S
Dust Caps (P. 331)

Dry-Break

▲
▲

▲
▲

▲
▲
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

G 1/8 14 36 16 9 AISI 303 21KL IW10 RVX

Female Thread

RECTUS Series 21KL
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21KL IW10 EVX

Hose Barb

21KL IW13 RVX

21KL IW13 EVX

21KL TF05 RVX

21KL TF08 EVX

Plastic Hose Connection

21KL TF09 RVX

21KL TF09 EVX

21KL TF10 RVX

21KL TF10 EVX

21KL TF06 RVX

21KL TF06 EVX

21KL KO06 RVX

21KL KO06 EVX

21KL KO08 RVX

21KL KO08 EVX

Panel Mount,  
Plastic Hose Connection

21KL KS06 RVX

21KL KS06 EVX

21KL KS08 RVX

G 1/4 17 38 16 9 AISI 303

AISI 316 L

AISI 316 L

5 mm 14 46 16 17 AISI 303

6 mm 14 46 16 17 AISI 316 L

8 mm 14 46 16 17 AISI 303

AISI 316 L

9 mm 14 46 16 17 AISI 303

AISI 316 L

10 mm 14 46 16 17 AISI 303

AISI 316 L

4 x 6 mm 14 42 16 7 AISI 303

AISI 316 L

M 10 x 16

6 x 8 mm 14 42 16 7 AISI 303

AISI 316 L

M 12 x 16

4 x 6 mm 14 54 16 7 AISI 303

AISI 316 L

M 10 x 118 14 4

6 x 8 mm 17 54 16 7 AISI 303M 12 x 118 17 4

21KL TP06 RVX6 mm Parker 14 50 16 20 AISI 303

Please consider our security advices on the pages 12/13
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Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Panel Mount, 
Hose Barb

RECTUS Series 21KL

21KL TS08 RVX

Valved Plugs RECTUS Series 21KL

Hose Barb

21SL TF06 RVX

21SL TF06 EVX

21SL TF08 RVX

21SL TF08 EVX

21SL TF10 RVX

21SL TF10 EVX

21SL TF06 EVX

21SL TP06 RVX

8 mm 60 16 17 AISI 30317 14 17 4 M 12 x 1

5 mm 50 17 AISI 30314

AISI 316 L

6 mm 50 17 AISI 30314

AISI 316 L

9 mm 50 17 AISI 30314

AISI 316 L

6 mm Parker 54 20

AISI 316 L

14 AISI 303

21SL TF10 RVX10 mm 50 17 AISI 30314

Plastic Hose Connection

21SL KO06 RVX4 x 6 mm 46 6 AISI 30314 7

21SL KO06 EVXAISI 316 L

M 10 x 1

21SL KO08 RVX6 x 8 mm 46 6 AISI 30314 7

21SL KO08 EVXAISI 316 L

M 12 x 1

Panel Mount, 
Plastic Hose Connection

21SL KS08 RVX6 x 8 mm 58 18 AISI 30317 7 M 12 x 117 4
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Connection A Hex
SW
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Version Part Number
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Male Thread

21SL AW10 RVX

21SL AW10 EVX

21SL AW13 RVX

21SL AW13 EVX

Valved Plugs RECTUS Series 21KL

G 1/8 40 AISI 30314 7

AISI 316 L

G 1/4 42 AISI 30317 9

AISI 316 L

21SL AW17 RVX

21SL AW17 EVX

21SL IW10 RVX

21SL IW10 EVX

Female Thread

4219 9G 3/8

G 1/8 4014 9

AISI 303

AISI 316 L
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

AISI 303

AISI 316 L

Please consider our security advices on the pages 12/13
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Dry-Break

Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1 
SW1

B
mm

G
mm

Version Part Number

Male Thread

RECTUS Series 206KL
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Nominal Diameter

= 28 mm26
RECTUS Series

206KL
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Working Pressure
PB = 15 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Dry-break coupling systems, 
which stand out for their ex- 
tremely low leakage rates and  
a minimum volume of dead 
space. No air locks whatso-
ever during connecting and 
negligible film of channelled 
medium on the valve bodies 
when disconnecting. Coupling 
systems for applications in  
sensitive environments, such  
as in analysis technology,  
cooling circuits, transport sys-
tems and many applications 
with aggressive medium.

Advantages
Single-handed operation. Easy 
handling. Ergonomic sleeve 
shape. Low connecting forces. 
Valve body protected by collar 
design. 

Extremely low dead volume 
remaining. Working Temperature*

Technical Description

Flow Rate in l/min
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You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Dry-Break	 P. 169

-15°C up to +200°C (FKM)
Other sealing materials  
available on request.

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals 

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM

AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM

G 3/8 22 68,5 25,5 9 AISI 316 L 206KL AW17 EVX

206KL AW21 EVXG 1/2 24 71,5 25,5 12 AISI 316 L

Interchangeability
RECTUS Design

Female Thread

G 3/8 22 68,5 25,5 9 AISI 316 L 206KL IW17 EVX

206KL IW21 EVXG 1/2 24 71,5 25,5 12 AISI 316 L

S
ta

in
le

ss
 S

te
el

▲



229

 Valved Plugs

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Male Thread

RECTUS Series 206KL

Female Thread
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G 3/8 22 51 9 AISI 316 L 206SL AW17 EVX

206SL AW21 EVXG 1/2 24 54 12 AISI 316 L

G 3/8 22 51 9 AISI 316 L 206SL IW17 EVX

206SL IW21 EVXG 1/2 24 54 12 AISI 316 L
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Couplings

G 1/4 19 59,5 23 10,5 AISI 303 25KL AW13 RVX

Male Thread

RECTUS Series 25KL
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Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Seal Bonnet
Inner Sleeve

Working Pressure
PB = 8 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Material

Coupling 

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 303
AISI 303
AISI 303
AISI 303
AISI 301
AISI 416
FKM 
AISI 303
AISI 303 

AISI 303

AISI 303
AISI 303
AISI 303
AISI 301
FKM

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 416
FKM 
AISI 316 L
AISI 316 L

AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM 

3/8” - 1/2” brass coupling sys-
tem. High flow performance. 
Notable for robust design in 
critical and aggressive surroun-
ding like laboratories, electronic 
cooling-system and semi con-
ductor industry.

Advantages
Single handed operation.  
Robust design. High flow valve. 
No damage to the valve body 
from collar design. Minimum 
(hardly noticeable) leakage 
occurs when disconnecting. 
Air is not trapped in during the 
connecting process. Working Temperature*

-15°C up to +200°C (FKM)
0°C up to +316°C (FFKM) 
depending on the medium.

*At a temperature below 
-15°C and above +200°C 
special seals are available  
on request. 

Technical Description

Flow Rate in l/min

192

209

171

278

25KL AW13 EVX

25KL AW17 RVX

25KL AW17 EVX

25KL AW21 RVX

25KL AW21 EVX

G 3/8 19 57,5 23 9 AISI 303

AISI 316 L

AISI 316 L

G 1/2 24 60,5 23 12 AISI 303

AISI 316 L
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Nominal Diameter

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

RECTUS Series

You will find the following alternative 
versions in our current catalogue on 
page:

Safety 	 P. 

Brass/Steel Dry-Break	 P. 

Stainless Steel Double Shut-off	 P. 

Stainless Steel Single Shut-off	 P. 

290Safety  Self-Venting	 P. 

303 Coded Systems	 P. 

25KL IW13 RVX

25KL IW13 EVX

25KL IW17 RVX

25KL IW17 EVX

25KL IW21 RVX

25KL IW21 EVX

G 1/4 19 55,5 23 10 AISI 303

AISI 316 L

G 3/8 19 54,5 23 9 AISI 303

AISI 316 L

G 1/2 24 57,5 23 12

AISI 316 L
Female Thread

AISI 303

for coupling 	 Part.-No. SK23S
for plug 	 Part.-No. SK12S

Dust Caps (P. 331)

Dry-Break

▲
▲

▲
▲

▲
▲
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Couplings RECTUS Series 25KL

Hose Barb

Plastic Hose Connection

25KL TF09 RVX

25KL TF09 EVX

25KL TF13 RVX

25KL TF13 EVX

9 mm 19 73,5 23 25 AISI 303

AISI 316 L

13 mm 19 73,5 23 25 AISI 303

AISI 316 L

25KL KO10 RVX8 x 10 mm 19 64,5 23 9 AISI 303M 16 x 18
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Valved Plugs RECTUS Series 25KL

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

25SL TF06 RVX

25SL TF09 RVX

25SL TF09 EVX

25SL TF13 RVX

25SL TF13 EVX

25SL KO10 RVX

6 mm 75 2519

9 mm AISI 303

AISI 316 L

13 mm AISI 303

AISI 316 L

8 x 10 mm AISI 303

72 2519

72 2519

63 8,519 8,5 M 16 x 1

AISI 303

Hose Barb

Plastic Hose Connection

Valved Plugs RECTUS Series 25KL

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

25SL AW13 RVX

25SL AW13 EVX

25SL AW17 RVX

25SL AW17 EVX

G 1/4 58 AISI 30319

AISI 316 L

G 3/8 56 AISI 30319

AISI 316 L

25SL AW21 RVX

25SL AW21 EVX

5924G 1/2

10,5

9

12 AISI 303

AISI 316 L

25SL IW13 RVX

25SL IW13 EVX

25SL IW17 RVX

25SL IW17 EVX

25SL IW21 RVX

25SL IW21 EVX

G 1/4 5419

G 3/8 5319

5624G 1/2

10

9

12

AISI 303

AISI 316 L

AISI 303

AISI 316 L

AISI 303

AISI 316 L

Male Thread

Female Thread

Please consider our security advices on the pages 12/13
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Couplings

M 30 x 2/30° 34 97 45 10 AISI 316 L 99KL IM30 EKX30

Female Thread

RECTUS Series 99KL

60
%
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e

= 50 mm28 99KL

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals
Valve Stem Guide
Threaded Nut

Working Pressure
PB = 6 bar, maximum  
static working pressure  
with safety factor of 4 to 1. 

Material

Coupling

Plug
Plug Profile
Valve Stem Guide
Valve
Spring
Seals
Threaded Nut 

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 301
AISI 316 L
FFKM
PTFE
AISI 316 L

AISI 316 L

AISI 316 L
PTFE
AISI 316 L
AISI 301
FFKM
AISI 316 L 

Dry-Break, unmistakable 
system. During the connection 
process, the plug and the 
coupling seals before both 
valves open. The valves close 
simultaneously when discon-
nec-ted, allowing the coupling 
and plug to be separated 
afterwards. This ensures mini-
mum leakage. Coded via two 
lateral grooves on the plug and 
a similar guide in the coupling, 
which are arranged in different 

Advantages
Single handed operation.
8-way coding. All individual 
parts are electro-burnished.

Working Temperature*
-0°C up to +316°C (FFKM)  
depending on the medium.

Information about the  
Plug Protection Cap  
(Part-No. SK 99EXXS)  
on request.

Technical Description

308

99KL IM30 EKX45

99KL IM30 EKX60

99KL IM30 EKX75

99KL IM30 EKX120

99KL IM30 EKX90

99KL IM30 EKX105

99KL IM30 EKX150

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

M 30 x 2/45°

M 30 x 2/60°

M 30 x 2/75°

M 30 x 2/90°

M 30 x 2/105°

M 30 x 2/120°

M 30 x 2/150°

34 97 45 10

34 97 45 10

34 97 45 10

34 97 45 10

34 97 45 10

34 97 45 10

34 97 45 10
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Nominal Diameter

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

RECTUS Series

You will find the following alternative 
versions in our current catalogue on 
page:

Coded Systems	 P. 

Air
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D
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Water

Flow Rate l/min

Flow Rate l/min

Dry-Break

angular degrees. Particularly 
suitable for liquid and aggres-
sive media especially for High 
Purity Applications.

▲
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Valved Plugs

M 30 x 2/30° 34 57 9 AISI 316 L 99SL IM30 EKX30

RECTUS Series 99KL

AISI 316 L

Female Thread

M 30 x 2/45°

M 30 x 2/60°

M 30 x 2/75°

M 30 x 2/90°

M 30 x 2/105°

M 30 x 2/120°

M 30 x 2/150°

34 57 9

34 57 9

34 57 9

34 57 9

34 57 9

34 57 9

34 57 9

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

AISI 316 L

99SL IM30 EKX45

99SL IM30 EKX60

99SL IM30 EKX75

99SL IM30 EKX90

99SL IM30 EKX105

99SL IM30 EKX120

99SL IM30 EKX150
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Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

Please consider our security advices on the pages 12/13
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Dry-Break

Couplings

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1 
SW1

B
mm

G
mm

Version Part Number

Female Thread

RECTUS Series 209KL
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Nominal Diameter

= 63,5 mm29
RECTUS Series

209KL

Water

Chart

P
re

ss
ur

e 
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p 

(b
ar

)

Working Pressure
PB = 15 bar, maximum  
static working pressure  
with safety factor of 4 to 1.

Dry-break coupling systems, 
which stand out for their ex-
tremely low leakage rates and 
a minimum volume of dead 
space. No air locks whatso-
ever during connecting and 
negligible film of channelled 
medium on the valve bodies 
when disconnecting. Coupling 
systems for applications in 
sensitive environments, such 
as in analysis technology,  
cooling circuits, transport sys-
tems and many applications 
with aggressive medium.

Advantages
Single-handed operation. Easy 
handling. Ergonomic sleeve 
shape. Low connecting forces. 
Valve body protected by collar 
design. 

Extremely low dead volume 
remaining. Working Temperature*

Technical Description

Flow Rate in l/min
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w
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ss

u
re

You will find the following alternative 
versions in our current catalogue on 
page:

Brass/Steel Dry-Break	 P. 178

-15°C up to +200°C (FKM)
Other sealing materials  
available on request.

Back Body
Valve Body
Sleeve
Valve
Spring and Locking Ring
Locking Balls
Seals 

Material

Coupling

Plug

Plug Profile
Back Body
Valve
Spring
Seal

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
AISI 316
FKM

AISI 316 L

AISI 316 L
AISI 316 L
AISI 316 L
AISI 316 Ti
FKM

Compatibility
RECTUS Design

G 1/2 27 92 33 16 AISI 316 L 209KL IW21 EVX

209KL IW26 EVXG 3/4 32 94 33 16 AISI 316 L
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 Valved Plugs

Connection A Hex
SW

L
mm

D
mm

L1
mm

L2
mm

Hex1
SW1

B
mm

G
mm

Version Part Number

RECTUS Series 209KL

Female Thread
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G 1/2 27 79,5 16 AISI 316 L 209SL IW21 EVX

G 3/4 32 81,5 16 AISI 316 L 209SL IW26 EVX
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